Ikea Corner Kitchen Cabinet hack for flat door and corner sink
Start with corner cabinet unit for sink:
http://www.ikea.com/us/en/catalog/products/S99040846/
When on the Ikea page link above, scroll down and click on the “Assembly Instructions” link to
download the instruction manual PDF file, or refer to the manual that comes with the product.
Each step below corresponds with each step in the original document, but with the appropriate
modifications for the hack.
1. In step 1, skip the installation of the screw anchors circled in red, as shown here:

2. Install the brackets in step 2 as per the instructions.

3. In step 3, skip the installation of the two dowels circled in red, as shown here:

4. In step 4, skip the installation of the support beam, as shown here circled in red. CUT
the other support beam as described below. By cutting the beam, the Ikea-provided
screw-locks and the wooden dowel will no longer fit, thus 2” wood screws (sold
separately) are needed to attach the cut beam. Even though it says 1.5” in the diagram
note, use 2” wood screws.

5. Because of the modifications above, step 5 in the instructions will be skipped.

6. Just like what was done in step 4, CUT ¾” off of the edge of the base panel as shown by
the red line in the diagram below, and secure it to side panel using 2” wood screws (sold
separately). Even though it says 1.5” in the diagram note, use 2” wood screws.

7. Because the base panel is now secured to the side panel with wood screws, Step 7 can
be skipped.

8. The back panel also needs to be trimmed down ¾” according to this diagram:

9. Install the side panel as per the instructions, noting that the support beam circled in red
will not be present:

9.5.
SPECIAL STEP: The wood brace that was not installed needs to be cut so the side
shown is 3 ¼” long from the edge (see red line in diagram for approximate location of
cut). Once cut, the small 3 ¼” piece will be attached to the side panel using the regular
Ikea method (the wooden dowel and metal anchors, as used in step 10). SAVE the larger
piece as it will be used at the end of these instructions.

10. Follow the Ikea instructions for step 10.
11. Follow the Ikea instructions for step 11.
12. Follow the Ikea instructions for step 12.
13. Follow the Ikea instructions for step 13.
14. Follow the Ikea instructions for step 14.
15. Follow the Ikea instructions for step 15.
16. Step 16 will be SKIPPED, as we will be using wood screws to attach this panel later.
17. Follow the Ikea instructions for step 17.

18. CUT off ¾” from the support beam and the bottom panel according to the red lines in
the diagram, and secure the support beam and bottom panel to the side panel using
wood screws from the outside according to the direction of the blue arrows. Note the
support beam circled in red will NOT be installed:

19. Because the bottom panel and support beam are already attached with wood screws,
step 19 can be SKIPPED.
20. Cut off ¾” from the side of the back panel according to the red lines shown in the
diagram, and then insert into the groove per the instructions:

21. Install the 4 wooden dowels according to the instructions, noting the 5 th one can’t be
installed because the other support beam is missing:

22. Install the 4 locking screws to the larger box as per the Ikea instructions, but noting the
5th one will not be installed due to the support beam being cut as shown here:

23. Attach the smaller box to the larger one according to the Ikea instructions, noting that
the 5th locking screw will not be present, as shown in this diagram:

24. Proceed with the remainder of the steps to complete the cabinet installation. The
information that follows is the rest of the “hack”.

To complete the installation, use the larger piece of wood that you cut from the special
“step 9.5” above and cut both ends with an angle and length enough to be installed across
the top edge of the opening to provide front-edge support, as shown in the diagram below.
Secure it in place using wood screws from the outside. Depending on the size of your sink
(and how close you want the sink to the front edge of the counter), you may need to cut a
“notch” into the inner-side of this support beam.
In addition, cut a triangle (according to the measurements in the diagram below) to fill the
“gap” at the base of the cabinet and make a flush, even edge on the front. Any Ikea shelf
piece can be used for this purpose, as long as it is larger than the measurements shown, and
it has one white finished edge.
The triangle is secured in place using several metal plates (sold separately), similar to the
one shown in the photograph below. The plates can be installed on the underside of the
cabinet to hide them, however, my installation has one on the top also.

Once complete, a standard 18” wide and 30” high flat panel door can be installed on the
cabinet, and secured using standard Utrusta 125-degree hinges. The hinges will install into
the normal pre-drilled stock holes on the inside of the cabinet.
To put the final finishing touch on the cabinet, take a 30” high side cover panel, such as the
one I used: http://www.ikea.com/us/en/catalog/products/70266440/ and cut it in HALF,
the long way (so you have two 30” high x 12.5” wide pieces). Attach the two side covers

along the two front edges, so they stick out exactly ½” from the front edge of the cabinet
opening, as seen in these pictures (sorry for poor lighting):

Secure the panels to the sides from the INSIDE of the cabinet using the appropriate wood
screw lengths (so it doesn’t poke out of the outside of the cover panel and damage it!!!) I
believe Ikea provides these screws with the side panels, but I could be mistaken.
The finished front of the cabinet should look like this:

The undermount sink we used was secured to the stone countertop from the underside.
The sink is not supported by the cabinet structure in any way.

For those interested, the measurements of our undermount sink are as follows:
Width = 21”
Length (front to back) = 19”
Basin Depth at front (flat) edge = 8”
Basin Depth at rear (curved) edge = 9”

Due to the front-to-back length of the sink, we had to “notch” out the front support bar on
the cabinet (from the hack above) so it would fit, and be as close to the front edge of the
countertop as possible (about 5” in from the front bullnosed countertop edge).
The place that we purchased our Quartz countertop did the templating, cutting, and
mounting of the sink to the stone. We gave the actual sink to them when we placed the
order so they could measure and cut it out perfectly. The sink was purchased new for $30
from a craigslist ad, but similar sinks can be found on ebay for under $100. The countertop
(out the door) for our project was about $1000 installed. Your counter type & size will vary
the price.

Here are before & after pictures of our completed kitchen:

A lot of time and effort went into the research and documentation of this project. If you
find this information useful and valuable, please feel free to send me a donation for beer
money using Paypal at the following e-mail address: ericcomputer@yahoo.com
Also, please let me know if you discover any errors or issues with the information I have
provided, and I will be happy to correct it.
Good luck with your kitchen project!!!
--Eric

